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Produktratgeber




Hier bitte das passenden Produktlogo auswählen
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System


	
Closed mold process










Beschreibung für die Produktdetails


Sphere.skin was developed to improve surfaces of FRP parts made in closed mold process.

The dry material is placed behind gelcoat and barrier coat (or pre-laminated chopped strand mat) and impregnated with resin in closed mold process along with the subsequent layers. Overlapping areas and joints of Sphere.skin are invisible on the surface of the laminate. This material combines perfect surface quality, excellent laminate homogeneity and mechanical properties.







Beschreibung für die Produktübersicht


	Surface improvement based on glass veil 
	For closed mold process, mainly vacuum infusion
	Eliminates print through of subsequent layers
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Wird automatisch vom System vergeben.
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Standardprodukte
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Verfahren


	VIP surface infusion
	VIP core infusion








Endprodukt Anwendungen


	Construction / building
	Automotive/transportation
	Marine
	Sport and leisure
	Medical equipment
	Tanks, pipes and vessels
	Wind industry
	Molds
	etc.
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Spheretex GmbH
Sperberweg 4
41468 Neuss, Deutschland




Tel.: + 49 (0) 2131 12558 - 0
Fax:  + 49 (0) 2131 12558 - 58
E-mail: info@spheretex.de











Mit unseren Partnern in über 40 Ländern, kümmern sich 30 Mitarbeiter am Standort in Neuss um Entwicklung und Produktion – und um Sie als Kunden.

>> Händler

















Navigation überspringen
	Produkte
	Unternehmen
	Aktuelles
	Kontakt
	AGB (Download)


 











Navigation überspringen
	Anwendungen
	Impressum
	Datenschutz
	Haftungsausschluss
	Sitemap


 

















[image: ]






				









	Facebook
	Twitter
	Google+
	LinkedIn
	Xing












            


























Um unsere Website für Sie optimal zu gestalten und fortlaufend verbessern zu können, verwenden wir Cookies. Durch die Nutzung unserer Seiten erklären Sie sich damit einverstanden. Weitere Informationen zu Cookies erhalten Sie in unserer
Datenschutzerklärung
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